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70" R/W (MINIMUM)

INTERMEDIATE COURSE

BASE COURSE

UBGRADE

TYPICAL MINIMUM PAVEMENT SECTION
(SEE NOTE 3.)

(MIN.) (MIN.)  (MIN.) (MIN.) - (MIN.) (MIN.)
2'-0’ 6'-0" , 8-0",2'-6", VARIES , 2'-6", 8'=0", 6'-0" 2’-0’
1.5% 1.5%
(2.00% MAX) SLOPE 1/4" PER FT. (2.00% MAK)
17=0" MIN. ] & P T : 1'=0" MIN.
2:1 CUT MAX. MINOR ARTERIAL STREET 2:1 CUT MAX.
3:1 FILL MAX. 3:1 FILL MAX.
| 100° R/W (MINIMUM) '
(MIN.) (MIN.) ~ (MIN.) (MIN.)  (MIN.)  (MIN.)
2'-Q”_6'—0” , 8'-0", 2’6" VARIES . 2'—6" 8'=0", 60" 2'-0
1.5%
SLOPE 1/4" PER FT. (p-00% MAX)
1°=D" MIN, ] : /] EEmo] | 1"=0" MIN.
I L
2:1 CUT MAX. : .
3:1 FILL MAX. MAJOR ARTERIAL STREET %} (F:ﬂ mié
SURFACE COURSE
TACK COAT 3" S9.5B IN TWO 1.5” LIFTS (MINOR)
(TYP.) 3" S9.5C IN TWO 1.5" UFTS (MAJOR)

4" 119.0B IN ONE LIFT (MINOR)
4" 119.0C IN ONE LIFT (MAJOR)

6" B25.0B IN TWO 3" LIFTS (MINOR)
8" B25.0C IN TWO 4" LIFTS (MAJOR)

COMPACTED SUBGRADE (SEE SECTION 1.A.18) 1.

NOTES:

SIDEWALKS SHALL BE PROVIDED IN ACCORDANCE WITH

THE APPLICABLE ORDINANCE(S).

2. DITCH TYPE STREET IS TO BE USED ONLY WHEN
APPROVED BY CITY ENGINEER.

3. AN ALTERNATIVE PAVEMENT DESIGN MAY BE REQUIRED BY

CDOT/NCDOT BASED ON SPECIFIC TRAFFIC PARAMETERS.

NOT TO SCALE

e CITY OF CHARLOTTE
&I |LiND DEVELOPMENT STANDARDS ARTERIAL STREET TYPICAL SECTIONS P
\ CHARLOTTE. INCLUDES CHARLOTTE ETJ COMPREHENSIVE STREET CLASSIFICATION SYSTEM (CLASSES Il AND ) {1109 | 13)




